Claims 



1 . A dental x-ray clamping device with a multi-orientation support, comprising: 

a ring pivot provided with a pivot internally formed with a pivot hole of which 
an outer margin is made with an all-in-one crank of which a terminal is 
5 provided with an all-in-one shaft tube of which two terminals are used for an 
inserted ring to pivot; 

a supporting- frame pivot provided with a pivot inserted in the pivot hole of 
the ring pivot, of which a front end is made with an all-in-one joint stem of 
which a surface near the front end is pivoted with a supporting bite frame 

10 able to pivot; 

in which said supporting bite frame may pivot to change the orientation of 
the support to an orientation of the teeth and may go with the ring pivot to 
pivot on the supporting-frame pivot, and the ring may easily pivot on the 
ring pivot to change for a required angle of elevation so that a center of the 

15 ring aligns with that of an opening of the supporting bite frame for the x-ray 
operation of the device supported at each orientation of the teeth at the time 
of teeth diagnosis or endodontic treatment. 

2. The dental x-ray clamping device with the multi-orientation support as claimed 
20 in claim 1, in which the two butt terminals of the ring of the ring pivot are 

separately provided with a connecting pivot closely attachable to the shaft tube, 
in which two sides of the shaft tube are used to have the ring pivot oriented and 
to form an angle of elevation to the crank. 

25 3. The dental x-ray clamping device with the multi-orientation support as claimed 
in claim 1, in which the pivot hole in the pivot of said ring pivot is provided 
with a ring groove near the opening. 

4. The dental x-ray clamping device with the multi-orientation support as claimed 
30 in claim 1, in which the outer margin of the pivot of said supporting- frame pivot 
is provided with a flange. 



9 



5. The dental x-ray clamping device with the multi-orientation support as claimed 
in claim 1, in which the joint stem of said supporting-frame pivot is provided 
with an insertion hole near the stem of the front end. 

5 6. The dental x-ray clamping device with the multi-orientation support as claimed 
in claim 1, in which the supporting bite frame of said supporting- frame pivot is 
formed with a tenon. 

7. The dental x-ray clamping device with the multi-orientation support as claimed 
10 in claim 1, in which the supporting bite frame of said supporting- frame pivot is 

formed with a hollow window at two opposite side frames. 

8. The dental x-ray clamping device with the multi-orientation support as claimed 
in claim 1, in which the supporting bite frame of said supporting- frame pivot is 

1 5 made with an all-in-one downward tilt clip to space the opposite sides of the 
supporting- frame pivot so that an x-ray film may be clamped. 

9. The dental x-ray clamping device with the multi-orientation support as claimed 
in claim 1, in which the pivot of the ring pivot is further provided with an 

20 inserted-reamer measuring tank of which the edge is formed with a scale. 
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